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REFRIGERATION EURO TT 6400 INNER CHEST

KEY FACTORS IN EURO TT 6400 PERFORMANCE

Self adhesive polyethylene tape designed for the sealing of the refrigeration coil in the manufacturing process of freezers

and refrigerators.

BACKING:
a special formulation of LDPE-EVA copolymer; it assures a very good sealing of the refrigeration coils thanks to the high
conformability, avoiding infiltrations of PU foams and humidity between the coils and the inner wall of the freezer;

in this way it guarantees an optimal thermal exchange and a better efficiency of the equipment.

ADHESIVE:
based on synthetic rubbers and resins, the strong adhesion assures the maximum bond of the tape to the inner wall of
the chest.

RELEASE:

particular formulation with double effect: on the back of the tape it allows both easy unwinding of the product and

good bonding of the PU insulating foam on the tape.
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A COMPLETE RANGE OF TAPES FOR THE REFRIGERATION INDUSTRY

r PRODUCT

CODE

APPLICATION

PRODUCT
STRUCTURE

ADHESIVE

TOTAL
THICKNESS
mm

FREEZER TAPE

EURO TT 6400

EURO TT 6401

FIXING,
SEALING AND
PROTECTION

OF COILS

L.D. PE+ EVA.

SYNTHETIC RUBBER
AND HYDROCARBON RESINS

0,088

0,098

CONDUCTIVE
ALUMINIUM

EURO TT 9901

EURO TT 9903

EURO TT 9934

EURO TT 9935

IMPROVEMENT OF
THERMAL EXCHANGE AND
COOLING EFFICIENCY

SINGLE SIDED TAPE
30 pm DEAD SOFT
ALUMINIUM FOIL

PAPER LINER

SINGLE SIDED TAPE
50 pm DEAD SOFT
ALUMINIUM FOIL

PAPER LINER

SINGLE SIDED TAPE
150 pm DEAD SOFT
FOIL ALUMINIUM
PAPER LINER

150 pm DOUBLE SIDED
DEAD SOFT
ALUMINIUM FOIL
DOUBLE LINER

LAMINATED
CONDUCTIVE
ALUMINIUM

EURO TT 9940

EURO TT 9940 HT

EURO TT 9941

SEALING/IMPROVEMENT
OF THERMAL EXCHANGE
AND COOLING EFFICIENCY

SINGLE SIDED TAPE
30 pm DEAD SOFT
ALUMINIUM FOIL
LAMINATED WITH 28 pm BOPP FILM

SOLVENT BASED ACRYLIC

0,074

0,094

0,195

0,240

SINGLE SIDED TAPE
30 pm DEAD SOFT
ALUMINIUM FOIL
LAMINATED WITH 28 pm BOPP FILM

SOLVENT BASED ACRYLIC
(MORE ADHESIVE VERSION OF
EURO TT 9940)

0,091

SINGLE SIDED TAPE
9 pm DEAD SOFT
ALUMINIUM FOIL
LAMINATED WITH 23 pm PET FILM

SOLVENT BASED ACRYLIC

0,068

*IMPORTANT

The above mentioned data represent the averages obtained in our Laboratory. Suggestions for use and final results correspond to our best technical experience but cannot be intended as our commitment of
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liability. The user will determine the suitability of the method of applications for each specific use.

SISTEMA DY DESTIONE
DUALITA CB

LITA CERTIFICATO

Stampato novembre 2008

_11/08

TT_FRZ_IN_001_11



